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STRAIGHT RAMP 5’ VARIES
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CURVED RAMP \ \®
N.T.S. @
VARIES 5 VARIES
MIN.
(D) STREET PAVEMENT
RAMP N GUTTER (3) SDEWALK WIDTH FROM BACK OF WALK TO BACK OF CURB IS 5" WDE
- min. FOR RESIDENTIAL AND 6' WIDE min. FOR COMMERCIAL. (UNLESS
& OTHERWISE NOTED ON PLANS). MAX X-SLOPE NOT TO EXCEED 2%.
(3 TOP FACE OF CURB.
457 (9 6" WIDE CURB, WITH VARIABLE HEIGHT IN TRANSITIONS.
FSEPILCI:PALOEE;):II\IEP (® 1/4 UP (SEE DETAL).
N.T.S. (6) THE RAMP SHALL HAVE A 12" BORDER WITH 1/4” GROOVES
APPROXIMATELY 3/4” ON CENTER. (SEE GROOVING DETAIL).
R (7) SCORE MARK, BACK TOP OF CURS.
3/4" ~
‘l _{ DEEP TOOL JOINTS (TYP.)
u (9) MAXIMUM SLOPE IS 8.33% SLIGHTLY LOWER SLOPE IS RECOMMENDED.
CONCRETE POURED OVER 8.33% IS SUBJECT TO REMOVAL.
NOTE:
GROOVING DETAIL MINIMUM RAMP THICKNESS SHALL BE 4" P.C.C. OVER 4" CLASS Ii
N.T.S. AB. OR OVER 6" OF NATIVE SUBGRADE ALL AB AND/OR
SUBGRADE SHALL BE PROCESSED TO 90% RELATIVE COMPACTION.
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